
Amalgam Short Vertical 
UV Systems

AMAL GAM  SERIES  VERTICAL 
U V  S Y S T E M S

FEATURES:
  • Amalgam High Output UV Lamps   
  • 12,000 Hour Lamp Life
  • UV Chamber Overheat Control   
 
  • UV Sight Port
  • Flange or Threaded Inlet / 
 Outlet Connections  
  • Internal Water Flow Diverter
  • Internal Multi-Level Flow Balance System  
  • Internal Multi-Level Quartz Sleeve Stabilizer
  • Removable UV Lamp / 
 Quartz Sleeve Service Rack
  • Nema 4 Type Electrical Box Enclosure
  • Power ON/OFF Switch
  • Fused Circuits
  • Drain Valve
  • Integral UV Light Traps

OPTIONS:

• UV Intensity Monitor / NIST Traceable Calibrated 
   UV Sensor

• Adjustble Settings Thermistor Overheat Safety Control

• Remote PLC Monitoring Connection

•Energy Saver Pacing

• 1/4” Sample Ports on Inlet / Outlet Riser

• 304 SS #4 Brushed Finish on Nema 4  Type  
  Control Box

• 220 - 240 Volt / 50 - 60 Hz Electrical Components

• UV Light Traps on Inlet / Outlet

• Sanitary - Tri - Clamp Fittings

• Manual Quartz Sleeve Wiper

• 316 Stainless Steel Wetted Parts

• Control Box Mounting Stand (powder coated)
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